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F U L L  L I N E



Since the beginning, Gehl has focused on providing solutions to our customer’s needs by 

building quality, reliable products.  With a long history of reliability and innovation, Gehl is 

responsive to the equipment and service needs of our customers.

With modern compact equipment manufacturing facilities in Yankton and Madison, South 

Dakota, and a state-of-the-art research and design facility in West Bend, Wisconsin, Gehl 

ensures that they are equipped with the finest in technology, tools and materials.  And our 

top corps of engineers are skilled in designing and enhancing high-quality machines to fit 

the specific needs of our customers.  Our equipment is modern in design and performance, 

but not too complicated to operate or service.

And when you purchase a piece of Gehl equipment, you have an entire organization behind 

you and your business. When you need support, whether it be financing, parts or service, 

know that Gehl will be there to provide an exceptional experience. We continually strive to 

preserve the level of personalized attention that Gehl began with in 1859.

In 1859, an agricultural implement company, 

housed in a blacksmith shop, was started in 

West Bend, Wisconsin. From these humble 

beginnings, the Gehl brand has become 

a major force in the compact equipment 

industry worldwide.

providing anexceptional
 experience
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turn HEADS

Articulated loaders from Gehl are turning heads throughout the country. Versatile and compact, 

these loaders maneuver freely in tight places while inflicting minimal ground damage. With a wide 

variety of attachments, these units easily transition from application to application, making your 

operation more flexible and profitable.

SUPERIOR MANEUVERABILITY – Articulated steering with angles up to 45 

degrees offer excellent maneuverability. A consistent turning radius means that 

where the front goes, the rear follows.

FULL CAPACITY – These articulated loaders may be compact 

in design, but not in strength. Rated operating capacities up to 

2,560 lbs. (1161 kg) bring major power to jobs in tight confines 

and on sensitive surfaces.

EXTREME FLEXIBILITY – Universal-type 

attachment bracket fits most skid loader 

attachments, expanding the work tool 

selection that can be utilized.



From the farm to the jobsite and everywhere in 

between, these machines conquer chores of all 

types. Intelligent design and advanced engineering 

provide increased performance and handy, time-

saving features.

PRECISE MOVEMENT – An inching pedal 

allows an operator to vary the ground speed while 

maintaining a fixed engine speed. This allows for 

precise control of attachment performance.

HYDROSTATIC DRIVE – A two-speed hydrostatic 

drive on models 340 and 540 can be activated by 

pressing a switch on the joystick, providing travel 

speeds up to 12.4 mph (20 km/hr).

MAINTAIN TRACTION – A hydraulically-actuated 

differential lock on the axles of the models 340 and 

540 transfer power from a slipping wheel to one 

hundred percent traction drive. The model 140 offers 

a limited slip differential.

POWERFUL HYDRAULICS – Work hydraulics 

up to 15 gpm (56.8 L/min) power a wide variety of 

attachments, increasing flexibility and productivity.

CYCLE THROUGH – Fast cycle times provide 

quick load, lift, dump and return actions, allowing 

operators to get more work done in less time.

crave FLEXIBILITY?
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STAY GROUNDED 
An oscillating chassis, 10 degrees 

in either direction, maintains 

machine traction by keeping the 

tires in contact with uneven terrain.

ULTRA RESPONSIVE 
A multi-function joystick controls lift 

arm, bucket, and auxiliary hydraulic 

functions, as well as float. Travel 

direction, differential lock functions 

and two-speed are activated by 

switches on the joystick.

EASY ACCESS  
Large engine hood provides easy 

access to engine, coolant and 

hydraulic oil. A tiltable iso-mounted 

operator platform lifts out of the 

way with gas-spring assist for easy 

access to hydraulics and the battery.

TRULY COMPACT 
A foldable ROPS makes the 

machine height as low as  

73.3” (1862 mm), allowing the 

machine to easily navigate into 

areas with low overhead, as well 

as narrow corridors and stalls.

INTELLIGENT DESIGN 
The hydraulic lines and linkage 

cleverly recess into the lift arm 

when raised to full height, protecting 

the lines when lifting and dumping.

POWERFUL 
Industry-proven Yanmar diesel 

engines meet interim Tier IV 

standards and provide excellent 

performance.

expect SMART DESIGN



Operator comfort is the key to obtaining maximum 

productivity. Gehl understands this and provides a large 

operator’s compartment with lots of options to customize it 

to YOUR needs.

INSTRUMENT PANEL
Electronic instrument 

panel is centered on the 

steering column for easy 

monitoring. (340/540 shown)

customized COMFORT

A tiltable steering column 
is standard on models 340 
and 540 for increased 
operator comfort.

Standard 
suspension seat 
keeps the operator 
comfortable on 
rough terrain.

Multi-function joystick 
controls lift arm, 
bucket and float 
functions, as well as 
travel direction and 
auxiliary hydraulics. On 
models 340 and 540, it 
controls two-speed and 
differential lock.

The inching pedal 
allows ground speed to 
vary while maintaining 
a fixed engine speed.

Foot throttle allows 
the operator to easily 
control engine speed. 
A hand throttle comes 
standard on models 
340 and 540.

TWO-POST FOUR-POST CAB

GOT TUNES?
A radio is available on the 

model 340 and 540 in the 

4-post canopy and cab 

configurations as an option.

CLIMATE CONTROL
A heating system comes 

standard on cab models. 

On the model 540, air-

conditioning is available.

EXCELLENT VISIBILITY
Spacious surface window 

area on the cab models 

allow for excellent, 360 

degree visibility.

VENTILATION
Cab doors have an 

extended latch design, 

allowing them to be left 

ajar for ventilation.

Model 340
2-post configuration


